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B Inverter Hybrid yang dapat mengintegrasikan berbagai macam sumber energi Listrik seperti Solar Panel,
Genset dan PLN Existing

B Battery Backup dengan teknologi tinggi jenis Lithium LifePO4 dengan Voltase 51.2V (Type 16s) yang

dapat berkomunikasi dengan baik sehingga kinerja system lebih stabil

Didukung dengan komponen panel, battery dan inverter yang sudah teruji sesuai standard nasional dan

internasional

Ramah lingkungan, tidak menimbukan polusi baik polusi udara maupun polusi suara

Panel surya dapat digunakan sampai dengan 25 tahun

Plug and Play, rendah biaya pemeliharaan

Dapat mengurangi biaya operasional pembayaran Listrik setiap bulan

Support untuk Listrik 3 Phase(400VAC) yang dapat membantu menstabilkan apabila tegangan PLN

rendah

System dapat dimonitor dari jarak jauh dengan menggunakan jaringan internet (Wifi)
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SPESIFIKASI
SPS INTERGRATED HYBRID 5kw, skw, 10kwW, 12KW

MODEL HYBRID 5KW HYBRID 8KW HYBRID 10KW HYBRID 12KW

Max. Power 550 kw

Modul  |Effisiency 21.29%

Surya Solar cells type Monocrystalline
Qary 10 pcs 16 pcs ] 20 pcs 22 pcs
Output Voltage 220/230VAC 380/400VAC
Rated AC Output (W) Max. 5000 Max. 8000 Max. 10000 Max. 12000
Max. AC output power (W) Max. 5500 Max. 8800 Max. 11000 Max. 13200
Grid Type Single Phase Three Phase
Max. Efficiency 97.60%
Max. MPPT Efficiency >99%

DC Polarity Reverse Connection Protection, AC Qutput Overcurrent
Protection AC Output Overvoltage Protection, ACOutput Short Circuit Protection,
Thermal ProtectionDC Terminal Insulation Impedance
Protection Integrated Monitoring, DC Component Monitoring, Ground Fault Current Monitoring Power
Network Monitoring, Island Protection Monitoring, Earth Fault Detection, DC Input
Inverter Switch Overvoltage Load Drop Protection, Residual Current (RCD) Detection,Surge

protection level

IEC/EN 61000-6-1/2/3/4,

S etaadacd IEC/EN 62109-1, IEC/EN 62109-2

Cooling Smart cooling | Intelligent air cooling
Communication With BMS RS485; CAN

Monitoring System Remote Monitoring System (available via WiFi)

Qty 1 pcs I 1 pcs | 1 pcs | 1 pcs
Technology Lithium Iron Phosphate (LiFePO4)

Nominal Voltage 51,2VDC

MNominal Capacity min. 100Ah

Life Cycle >5000 Cycle

Communication RS485 / CAN / RS 232

Series Balancing System, Over Charge Protection, Over Discharge Protection, Over

Battery |Battery Management System Charge Current Protection, Over Discharge Current Protection, Short Protection,

(BMS) Temperature Protection
Available in 3 varian : Available in 3 varian :
2 Battery 3 Battery
aty 3 Battery 4 Battery
4 Battery 5 Battery
Moxtti Mounting PV (Rooftop/Ground Mounting/Canopi) Alumunium & Hot Dip Galvanis
8 Qty : 1 Set
oT! : . r resi r
OUtdonr il Storame ype : Compact Type Weather resistant / For Outdoor Use
Qty: 1 Set
oT el ctT Weath istant /For Outd u
Rack Battery ype : Compact Type  * Weather resistant /For Outdoor Use
Qty : 2 Set
oV et *Type of Cable : XLPO = Rated voltage : DC 1500V
Qty : 200 meter
Kabel AC Output *Type of Cable : NYY = Rated voltage : 0.6/1 kV
Qty : 50 meter
Yes, included

Grounding System

Qty : 1 Set




